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26 157.0 25.0  PA 6.6 white 0.40 mm 16.5 4 20 •  8164-0190-44 

26 157.0 25.0  PA 6.6 white  0.70 mm 16.5 4 20 •  8164-0190-74 

26 157.0 25.0  horsehair black 16.5 4 14  • 8164-1190-24 

26 157.0 25.0  Chungking bristle black 16.5 4 14  • 8164-1190-34 

26 157.0 25.0  PA 6.6 white  0.40 mm 16.5 4 14  • 8164-1190-44 

26 157.0 25.0  PA 6.6 white  0.70 mm 16.5 4 13  • 8164-1190-74 

7.5“ Postpinning Brush Ø 190 mm (D) (with reducing bush 50-8561)

1 from 2

7.5“ Postpinning Brush Ø 190 mm (D). inclined in direction of rotation (with reducing bush 50-8561)
26 157.0 25.0  horsehair black 16.5 4 21 •  8164-2190-24 

26 157.0 25.0  Chungking bristle black 16.5 4 20 •  8164-2190-34 

70 218.0 25.0 102.0 Chungking bristle black 18.5 4 20 •  8174-0255-34 
10“ Overfeed Brush Ø 255 mm (D)

Marshall & Williams
Stenters 
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Marshall & Williams 
Stenters 
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26 218.0 25.0  Chungking bristle black 18.5 4 19 •  8184-0255-34 
10“ Postpinning Brush Ø 255 mm (D) (with reducing bush 50-8561)

We offer the world‘s most extensive product portfolios of stenter brushes. 
If, contrary to expectations, none of them fits your requirements, 
please ask us to for an individual production of your stenter brush.

26 218.0 25.0  PA 6.6 white  0.40 mm 18.5 4 14  • 8184-3255-44 
10“ Postpinning Brush Ø 255 mm (D). inclined in direction of rotation

19 26.0 25.0        50-8561 
Reducing bush für 8164-….-.. and 8184-….-..
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